
 
 
 
 
 

�

ADTECH PROJECT COMPLETION REPORT June 2009 

 
Eastern Star Gas – Bibblewindi Flowline 32,500m 
Location : Narrabri NSW 
Service : Coal Seam Methane  
Product : Centron® GRE API 15HR Design 500psi 10” (250mm) 
 
 
 

 
 
 
 
  

ADTECH FRP  Pty Ltd . 
ACN   073 320 546 
1 / 345 Victoria Rd, Malaga WA 6090 , Australia 
Fax    +61 08 9249 3966 
Phone  +61 08 9262 7000 
Email: sales@adtechfrp.com   

�



 
 
 
 
 

 

ADTECH PROJECT COMPLETION REPORT June 2009 
 
Eastern Star Gas – Bibblewindi Flowline 32,500m 
Location : Narrabri NSW 
Service : Coal Seam Methane  
Product : Centron® GRE API 15HR Design 500psi 10” (250mm) 
 
 
General Overview 
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The Fibreglass Pipeline Specialists 
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Adtech Scope of Work 
 
Engineering Design of Bibblewindi Flowline (3rd Party Validated) 
Logistics coordination:  Manufacturing of product 

 International Shipping - Australian customs clearance,  
 rail to Narrabri, pick up of containers at railhead, 
transport to pipe lay down areas, destuffing of 
containers, pick up  and return of empty containers to 
railhead  

Civil Works ROW preparation through farm land  
(ESG controlled and coordinated 10m forest clearing by local forestry licensed 
contractor as separate contract) 
Directional Drills:  Newell Highway and Bohena Creek 
Trenching 
Pipe handling:  string out along ROW 
Make up of pipe to Manufacturers specifications 
Hydro-testing 
Backfill of trench & reinstatement 
Gas leak detection survey 
Handover for service 
 

 
 
ROW Preparation. Running parallel to high voltage power line easement (Narrabri Black soil) 

 



 
 
 
 
 
                                                                                                                                      

Productivity 
 

Adtech’s goal on ESG’s 10” Bibblewindi Flowline was to provide the highest level 
of quality control possible throughout the installation process and set new record 
installation rates with no accidents or incidents throughout the installation.  
 
To achieve the installation quality control goal all steps in the process, including the 
initial handling of export packed pipe in the 40ft containers, were reviewed starting 
with safe handling practices for personnel and product, as well as productivity. 
To achieve high rates of installation required pipe to be destuffed from containers, 
loaded onto pipe trailers, transported to ROW and off loaded, ready for make up. 
This was critical also when working in a limited 10m ROW. The pipe had to be 
strung out before the trencher had cut the trench or there was no room for the 
stringing crew to enter, turn around and exit.    
 
Adtech designed and manufactured an extraction system to enable the full 40ft 
container load of 10” pipe to be removed from the container as one operation. 
The pipe could then be removed from the bundles in multiples and loaded onto the 
pipe trailers or stacked. Result was 8 to 10 times faster than individual lengths 
extracted from the container. Less stress on personnel and pipe. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
61 x 40ft Hi-Cube containers delivered to site 

 
 



 
 
 
 
 
                                                                                                                                      

 
 
 

Unloading and loading multiple pipe joints 

 
 
 

Pipe strung out to keep in front of trencher 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 
 
 
 
 
                                                                                                                                      

High Quality Control & Efficiency with Minimal Stress on Crew 
 

The Patented Adtech Installer makes light work of the 250mm (10”) 
Centron GRE pipe. 

  
Product is made up to manufacturers specification and then lowered into the trench in same process. Bend 

radius is controlled during installation and lowering process resulting in minimal stress on pipe. 
  

Adtech set new productivity installation records everyday on the 10” with best result of 1590m installed in  
1 day (6 crew & equipment) 

(If the crew had known they were at 1590m mark close to knock off they would have made up 2 more joints 
to get over 1600m. Good crew and good team effort) 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Centron® proprietary dual seal SPH tapered 4 thread per inch sealing thread with back up o-ring 



 
 
 
 
 
                                                                                                                                      

Environmental Achievement 
 
Adtech worked with ESG Engineers and the Environmental Manager over many 
months prior to the project award, assisting in the environmental discussions with 
the Forestry Department and committing to installing the 10” flowline working with 
a 10 meter ROW. 
 
Approximately 15 kilometres of the flowline ran through the Pilliga State forest. 
 
Adtech committing to a 10m ROW to perform the installation assisted in Eastern 
Star Gas providing the Forestry Department with the smallest environmental 
footprint possible for the flowline, saving hectares of forest from clearing.  
A Win Win for all. 

 

Pilliga State Forest 
 

 
 
 

SAFETY ACHIEVEMENT 
 
One reportable Accident – Injury for the total project duration and operations. 
One cut finger, involving a brand new knife resizing a ½” hose required a couple of stitches. Won’t name the 
person as they were embarrassed enough. 
 



 
 
 
 
 
                                                                                                                                      

Directional Drills 
 
The Bibblewindi Flowline required two directional drills. 
The first was the Newell Highway being the main highway between two Australian states - Brisbane in 
Queensland and Melbourne in Victoria. 
 
The highway has constant continuous flow of semi trailers, opening up the highway and diverting traffic was 
not an option. 
As well as being the main highway between the two capital cities, the fibre optic communications cable 
between the two cities also ran at the side of the highway. Damaging the cable was not in anyone’s best 
interest. 
Cable locating and Potholing services were utilized with the asset owners to locate and confirm correct 
cable. Other services were identified in close proximity. 
 
The service was exposed to ensure directional drill had known depth of cable and built in plenty of depth 
safety factor. The drill started on the side of the highway with the cable for visual control ensuring all bases 
covered. 
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